COB PROJECT
DOWNLIGHT 35W

DATA SHEET

High-efficiency recessed light (110 1m/W) w
excellent color acc y (CRI9I

bright, natural illumination in a sleek.

] Code #: TL-CPR0O3-35W
Product Information : -

Premium OSRAM chip with Lifud driver, Chi OSRAM
high CRI 90, flicker-free light. Driver:  LiFGd

Product Performance

Lumen Output 3850 Im
Luminous Efficacy 10 Im/w

Beam Angle °55

CCT 6500k - 4000k - 3000k
CRI (Ra) 90

Warranty 5 Years

Color Consistency SDCM < 3
Flickering Degree Flicker - Free

Life Span 30,000 H



(Z) Electrical

® Power : 35W
@ Voltage(v) : 220V-240V ® Frequency Hz : 50/60Hz

® Power Factor : 0.5 ® Current (mA) : 900 mA

D160mm

() Mechanical

o Size : D160*HS80
® Cut Size : P145mm

@ IP RATING : IP 54

® Product Weight : 870g Cut Size: ®145
ut Size: mm

® Housing Material : Die-cast Aluminum

=/ APPLICATION

O SUGGESTED Usage : (Retail, Offices, Hospitality)
O Energy Usage : A++

O Installation Type : Recessed Ceiling Mount

@ Light Distribution

SOCM < 3

1,0 Spectral Ratio: R=5Z:1%, G=17,2%, B:10,7%

TOO  0.330 0.430 043300
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